
Always with you

GETINGE 363
DRYING CABINETS



ThE fASTEST AND SAfEST DRYING 
mEThoD foR ANESThETIC EquIpmENT

The Getinge 363E/D drying cabinets and cassette systems are in a class of their own in terms 

of safety and speed – particularly when it comes to drying anesthetics hoses.

•	 The	hoses	are	hung	during	drying,	thus	enabling	water	to	drip	off	easily,	In	this	way	they	

dry much more quickly than when suspended in a restricted space.

•	 Operates	twice	as	fast	as	an	automatic	washer	disinfector	unit	with	an	integrated	drying	

system.

To facilitate the transfer of disinfected hose to the drying 

cabinet,	Getinge	has	developed	a	cassette	system.	

The cassettes with the hoses hung on them are taken 

out of the washer-disinfector and inserted in the drying 

cabinet’s	retainers.	Once	the	drying	operation	has	

finished,	protective	shelves	save	the	filled	cassettes	until	

such time as they are reused.

Double capacity

In	comparison	with	integrated	drying,	separate	drying	of	

anesthetics accessories frees almost half the throughput 

capacity of the washer disinfector. 

	 In	the	case	of	instrument	drying,	the	increase	in	

capacity is a third. The drying cabinet 363 also dries 

goods	faster,	has	a	greater	load	volume	and	can,	

depending	on	the	goods	being	washed,	complement	the	

drying facilities of the washer disinfector in an optimal way.

A high-performance drying cabinet

The Getinge drying cabinet is designed primarily for 

drying anesthetics accessories in cassettes and for 

instruments	in	standard	trays,	but	it	can	also	be	used	for	

drying glass laboratory equipment and other utensils. 

The	function	of	the	respirator	bag	cassette	is	very	

important; with its large injectors it is capable of drying 

bags	and	bellows		quickly	and	effectively.	Either	of	two	

temperatures	may	be	selected:	70ºC	or	90ºC.	To	avoid	

the likelihood of rubber and plastic goods becoming 

brittle	when	dried,	the	lower	temperature	of	70°C	is	

recommended. The drying time can be adjusted in a 

range	from	0	to	90	mins.	The	drying	cabinet	is	available	

with one door (363E) or as a pass-through model 

(363D).

 Each cabinet contains six cassette holders and nine 

removable	shelves.	For	transferring	washed	goods	to	

the	drying	cabinet,	a	variety	of	cassettes	for	connecting	

hoses and catheters from 3–65 mm (1/8"–2 1/2") is 

available.	The	drying	cabinet	can	optionally	be	equipped	

with glass doors.



fAST DRYING
6 cassettes with 36 hoses in 40 min. 
18 instrument trays in 20 min.

mINImAL 
CALCIum DEpoSITS
The calcium does not dry out in  
kinks in the hose; any folds are able 
to drain when the hoses are hung up 
for drying.

hANGING hoSE DRYING
The AN hoses are dried in a hanging 
position to enable the water to drip 
out and the hoses to dry more quickly.

SINGLE-DooR oR 
pASS-ThRouGh moDEL
The	drying	cabinets	are	available	
with one door (model 363E) or as  
a pass-through model with two 
doors (363D).

CompREhENSIVELY EquIppED
Each cabinet is equipped with  
6	cassette	retainers	and	9	remov
able	shelves.

CE-AppRoVAL



www.getinge.com
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Getinge Infection Control AB
P O Box 69
SE-305 05 Getinge
SWEDEN
Phone: +46 10 335 00 00
info@getinge.com


